Instruction for Carrying and Installation

Please read all directions before Installation and/or transport

Light Box (Using Wall Mount Clips)

Before you begin
These instructions illustrate the LED Edge-Lit Single-Sided Light Box. If you have questions during assembily, call

your agent to request technical assistance.

Tools required for assembly
Phillips head screwdriver and Drill (varies by application)

—

What is inside the box?

“«

8 x wall mount clips 16 x mount clip screws (short) 8 x wall anchor screws (long) 8 x wall anchor

Proper Handling

e DO NOT carry light box flat. Can result in
damage to LED strips in the Light box.

e MUST be carried vertically.

Power connection

DC power cord from unit

DC power connector
AC power cord from power supply
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AC inlet in the power supply\ /
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Installation

Step 1. Determine mounting direction Step 2. Mark and drill mounting anchor holes
The below illustration shows the approximate Check the light box and mark wall anchor locations. Drill
locations for installing your mounting clips for vertical ~ holes in wall for anchor installation.
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Step 3. Positioning wall mount clips Step 4. Attach wall mount clips
Position the wall mount clip according to Step 2 Fasten wall mount clips to rails using pre-installed
measurements. threaded clips in the back of light box.
Larger light box 30" x 40” or bigger, place 2™ and/or 3™
. pair for more support
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Step 5. Hanging the light box on wall

Hang frame onto anchors and slide into position.
Ensure frame is tightly fasten to wall
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